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Fecility ID: 105767
Application ID: 313478
CDBS Antenna System |D: 66562
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC’s Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used

unitsof 1 mV/m at 1 mile, not one kilometer. The

pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Theoretical pattern RMS: 707.30
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Azimuth  Epheg Estd Baug
180 340. 10 357. 88
185 287.51 302. 80
190 243. 73 257. 00
195 212. 77 224. 64
200 198. 12 209. 35
205 200. 11 211. 43
210 214. 87 226. 84
215 236.79 249. 74
220 261. 15 275.21
225 284. 81 299. 97
230 305. 82 321. 97
235 323.01 339. 97
240 335. 69 353. 25
245 343. 44 361. 37
250 346. 04 364. 10
255 343. 44 361. 37
260 335.69 353. 25
265 323.01 339. 97
270 305. 82 321. 97
275 284. 81 299. 97
280 261. 15 275.21
285 236. 79 249. 74
290 214. 87 226. 84
295 200. 11 211. 43
300 198. 12 209. 35
305 212. 77 224. 64
310 243. 73 257. 00
315 287.51 302. 80
320 340. 10 357. 88
325 398. 23 418. 80
330 459, 42 482. 96
335 521.78 548. 37
340 583. 79 613. 43
345 644. 22 676. 84
350 702. 06 737.53
355 756. 48 794. 65




